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Bezazbestové tesniace dosky

Vseobecné udaje:

rozmer dosky: 1,5x1,5m

tolerancia: £ 2 %
hrabka: 0,5/1,0/1,5/2,0/3,0 mm

tolerancia hrubky:

Donit TESNIT® BA-C

0,5 £0,1mm

1,0-3,0£10% TESNIT® BA-C je makky tesniaci material uréeny
pre chemicky priemysel. Ide o tesniaci material na
baze aramidovych vlakien a CSM gumy. Ma velmi
dobru odolnost voéi kyslym, zasaditym a vSeobecne
extrémne agresivnym médiam. TESNIT® BA-C je
najvhodnejsi tam, kde je kriticka chemicka odolnost.

Certifikacia: TA-Luft (VDI 2440)

Technické udaje TESNIT® BA-C

bézové

farba

moznost’ pletiva
pevnost' v tahu DIN 52910 [N/ mm2]

max. teplota - kratkodobd [°C]

max. teplota - trvald [°C] 200
max. teplota - pre paru [°C] 150
max. tlak [bar] 60

typické parametre zo skusiek 2 mm dosky

hustota DIN 28090-2 [g/cm’] 1,9
stlacitelnost % ASTM F 36 [%] 10

zotavenie ASTM F 36 [%] 58

stalost’ v tlaku DIN 52 913, 300°C [MPa]

stalost’ v tlaku DIN 52 913, 175°C [MPa] 22
Spec. mnozstvo netestnosti DIN 3535-6/99 005
[mg/(s*m)] !
odolnost’ proti uc¢inku kvap.

Oil IRM 903, 150 °C, 5 h ASTM F146 [%] 10
96% H,S0, 18h/ 23°C ASTM F146 [%] 10

BA-C, 2 mm

10 EN 1514-1, Type IBC. PN 40,/DIN 28071-2, 3.8
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Teplota a tlak predstavuju maximalne hodnoty a nemali by sa pouzivat sucasne. Velmi dblezité faktory su: hrubka materialu, charakter prevadzkového média,
typ priruby, povrchové napatie. Hodnoty su uvedené len orientacne, pretoze zavisia nielen od typu materidlu tesnenia, ale aj od podmienok montaze.



@® doporucené

aplikacia podl'a prevadzkovych podmienok

W nepouZitelny

Acetamide

Acetic acid 10%
Acetic acid 100%
Acetic ester
Acefone

Acetylene

Adipic acid

Air

Alum

Aluminium acetate
Aluminium chlorate
Aluminium chloride
Ammonia
Ammonium bicarbonate
Ammonium chloride
Ammonium hydroxide
Amyl acetate
Aniline

Asphalt

Barium chloride
Benzene

Benzoic acid

Boric acid

Borax

Butane

Butyl alcohol
Butyric acid
Calcium chloride
Calcium hydroxide
Carbon disulphide
Carbon dioxide
Chloroform
Chlorine, dry
Chlorine, wet
Chromic acid
Citric acid

Copper acetate
Creosofe

Cresol
Cyclohexanol
Cyclohexanone
Decaline

Dibenzyl ether
Dimethyl formamide
Dowtherm

Ethane
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Eihyl acetate

Ethyl alcohol

Ethyl chloride

Ethylene

Ethylene glycol

Formic acid 10%
Formic acid 85%
Formaldehyde

Freon 12

Freon 22

Fuel oil

Casoline

Glycerine

Heptane

Hydraulic oil (Mineral)
Hydraulic oil [phosphate esther type)
Hydraulic oil (glycol based)
Hydrazine
Hydrochloric acid 20%
Hydrochloric acid 36%
Hydrofluoric acid 10%
Hydrofluoric acid 40%
Hydrogen

Isobutane

Isooctane

Isopropy! alcohol
Kerosene

lead acetate

lead arsenate
Magnesium sulphate
Malic acid

Methane

Methanol

Methyl chloride
Methylene dichloride
Methyl ethyl ketone
Milk

Mineral oil type ASTM no. 1
Naphtha

Nitric acid 20%

Nitric acid 40%

Nitric acid 96%
Nitrobenzene
Nitrogen

Octane

Oleic acid
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Oleum

Oxalic acid

Oxygen

Palmitic acid

Pentane
Perchloroethylene
Phenol

Phosphoric acid
Potassium acetate
Potassium bicarbonate
Potassium carbonate
Potassium chloride
Potassium dichromate
Potassium hydroxide
Potassium iodide
Potassium nifrate
Potassium permanganate

Propane
Pyridine
Salicylic acid
Silicone oil
Soap

Sodium aluminate
Sodium bicarbonate
Sodium bisulphite
Sodium carbonate
Sodium chloride
Sodium cyanide
Sodium hydroxide
Sodium sulphate
Sodium sulphide
Starch

Steam

Stearic acid

Sugar

Sulphuric acid 20%
Sulphuric acid 96%
Tar

Tartaric acid
Toluene

Transformer oil

Trichlorethylene
Water

White Spirit
Xylene
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